
PORTAL MILLING MACHINES 

HEAVY-DUTY PLANOMILLER 
WITH HYDROSTATIC GUIDEWAYS

Atlas Hydro P is a bridge-type table moving and 

fixed portal machining center, engineered for 

large components. Hydrostatic guideways 

provide high rigidity, vibration damping, 

and lasting machining accuracy in the most 

demanding heavy-duty applications.

Multiple working  
areas configuration

Fixed-column  
bridge architecture

Turning configuration 
available

ATLASHydro P



 / Heavy-duty planomiller with hydrostatic guidewaysATLASHydro P

TECHNICAL
INFORMATION

  ATLASHydro 2P ATLASHydro 3P ATLASHydro 4P

Distance between columns From 3200 up to 10200 mm 
[From 125.98 up to 401.57 in]

Table width From 2000 up to 9000 mm 
[From 78.74 up to 354.33 in]

Table length From 3000 up to 18000 mm 
[From 118.11 up to 708.66 in]

X-axis travel From 4500 up to 19500 mm 
[From 177.17 up to 767.72 in]

RAM vertical travel (Z-axis) From 1500 up to 4000 mm 
[From 59.06 up to 157.48 in]

W-axis vertical travel (only for  
ATLAS HYDRO P-W working crossrail)

From 1500 up to 5000 mm 
[From 59.06 up to 196.85 in]

Spindle power From 65 up to 100 kW 
[From 87.15 up to 134.10 hp]

Torque From 3500 Nm up to 9000 Nm 
[From 2,581.49 up to 6,638.79 ft-lb]

Spindle Speed From 2500 rpm up to 4000 rpm

C Axis Continuous positioning / working / endless

X,Y and Z axes Feed Up to 20000 mm/min 
[Up to 787.40 in/min]

W axis Feed (if present) Up to 30000 mm/min 
[Up to 1,181.10 in/min]
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